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XImportant: The “Remote Controlling” and the “Local Controlling” are alternative;
You must choose one of them for using.

I . Software Downloading
1. Use mobile phone to scan the below QR code to download the APP

2. KC868-H2 software (Phone APP QR code, PC Program, Vircom Network Tool) downloading link:
www.kincony.com/download/Disk_KC868-H2.rar
Please download the file to have the software firstly, as below, it is default you already have and know them.

II. Remote Controlling Operation
1. Mobile APP controlling manual
1.1 Power on the device and connect the internet cable
1.2 Register
Downloading and installing the APP,
Register your account (11 digitals) and password,
(Pls make a note for your password in case forgotten).

Login

——have no Account?
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1.3 Adding device mine
1.3.1: Login in KinCany
Choose [Mine] - [My Room] '
Add Floor and Room
(Be necessary! Make sure this step)

1.3.2: Floor and Room can be re-named;
Click [OK]

1.3.3: Choose [Mine] - [Host Manager]
1.3.4: Click [add]

Scan the QR code on the device
Input a name for the device.

Click [Add] . R — i
:
< Back Host Manager Add < Back Add host

1.3.5: Click [Mine] - [My Devicel
- [Unclassified] 7967y ; Firzefeafeef
Hold pressing the ICON
Choose one room for the device
Input a name 1

—_—

Scan QR code

relay

1.3.6: Click to enter control page

1.3.7: Hold pressing the name of the relay

Input new name RN

1.3.8: Click [OK] 1.3.3

L] o
< Back My device > © 11 B =
Unclassified Classified
1 | °
o
1ol
Contrlol b ==
e796b7faab7f
21f2efeafbef
Notice
Device ~~ Enter nama
':’l? relay Click to enter control page
1.3.6
1.3.5
2
Home Find Maodel Mine




1.4 When there is the camera, open it at the home page.
Then it can be showed when entering into the control page.

3 © Bedroom M < Back Controller

1
?lT H2 Click to enter control page (/
Output 1 Output 2
= o (@) O
Home Find Scene Mine

1.5 Scene linkage operation
1.5.1 Create Scene Mode
Login in APP, Click [Scene]l — [+] or [Add] --Input Mode name, choose Mode icon,

Time setting Optional(Function of timing), at [Mode setting] , input the actions you want to control, click [Save] ;
See below pic1.5-1, pic1.5-2, pic1.5-., pic1.5-4.

3:38 PM 90% ) » 10:44 AM 70% [ ) 4 = 10:45 AM 70% [ ) 4 F 10:52 AM 72% ) 4
Scene +  Scene Save  Back Time setting  Submit < Save
Mode name Repeat MondayTuesdayWednesday
81t KcsesHs
Mode icon =] Time 07:10 o
Time setti... i.l,f KC868H8
Execute
Mode sett
#l% kcaesHs
Execute
21t kcsesHs
Click to add action
@ :\i.)
Scene
Pic1.5-1 Pic1.5-2 Pic1.5-3 Pic1.5-4
Add Scene Add Scene 2 Time setting (Optional) Mode setting (Action controlled)

Page 3



“Mode name” can be named; e.g.: Back Home, Leaving Home, Meeting;

“Mode icon” can be changed;

“Time setting” is for timing (optional), Pic1.5-3, Repeated time: Monday, Tuesday, Wednesday and 7:10 am.
Meaning the scene mode is opened at 7:10 am each Monday, Tuesday and Wednesday.

“Mode setting” is for adding the actions required to control

1. Press ‘Click to add action’, choose KC868H8

2. Press [Enter the ctrl pg],you can set the actions, see Pic4-7
a. Open light1
b. Press the name, it will save the action

3. Press Execute ,you can set Delay time

4. Press ‘Save’

See Pic1.5-5, Pic1.5-6, Pic1.5-7.

B 10:52 AM 72% 4 o 10:53 AM 72% ¥ 7 10:52 AM 72% [ )4

{ Back Controller < Save < Save

2l kcsesHs
1. Open light1 Brkyfs
21§ KcsesHs

Delay25 Delay1S
#l% kcaesHs

Delay1S

A
sl
. 2 Pressthe name to ie} | SBobhe
save the action Click to add action OK Cancel
Ligh Lighte
Set light1 opened successfully
Ligh
Pic1.5-5 Pic1.5-6 Pic1.5-7
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2. Computer Program controlling manual (WAN mode)
2.1 Power on the device and connect the internet cable
2.2 Double click “ActiveX Installer.exe” to install it.

(No need to install for future)
2.3 Double click “Net_Relay_Control.exe” to open it.
2.4 Setup the configuration as below steps
24.1: Choose [Model] - [WAN]

2.4.2: Click [Control Name] - [Device Config]
2.4.3: Input Name and Serial Number(S/N)
(Serial Number is the 24 digitals on the QR code,

Labeling on the device)

2.4.4: If more devices, Input name and S/N accordingly.
Total four devices can be controlled.

2.4.5: Click [Savel

@) KCB68 Smart Home Control System — |

Made By KinCony

&* KC868 Smart Home Control System ‘ =L

l | v Controllert

@ Remote Config

Controler-1Name: T3] SerilMumber: 822 o 4 5 |2%f
Controller-2 Name: ~ BOX2 Serial Number:  123) 9420

Controller-3 Name: Serial Number:

Controller-4 Name: Serial Number:

Save

System Local Control | Mode | Auto OFF Control name IPCamera

LAN
S o - ' A
OFF l ON || OFF | \ ON || OFF | \ oM H OFF |

Lampe électrigue

Q

ENEKTPIHECM NaMM

O

oM ” OFF |
-
Down

VER:20190507

\ ON || OFF |

Left

System Local Control Mode Auto OFF | Control name | IPCamera

anexTpHIeaa| Controller2
Controller3

Controllerd

Device Config

255

Lampe électrique

o

ENEKTPUYECII NaMM

\L/
R
ALL OFF Stop Talk

2.4.6: Re-start the program, (very important)

2.4.7: Choose Controller

2.4.8: Close the program and open it again.

Made By KinCony VER:20190507
G KCB68 Smart Home Control System ] ol
System Local Control Mode Auto OFF [Control name | IPCamera
|| v | Controllerl |
lamp1 INEKTPMYECKS| Contralier? oA

Controller3

k|
Controllerd

= Device Config
- I ar ” OFF l l o " QFF I l oM " OFF ar OFF

2.4.9: Choose [Mode] - [WAN]

2.4.10: Control the device

Lampe Lampe électrigue

° <

ENeKTPIHECHI Namni

)

Low Jloe]  [owJlow] (o ]lom]  [low o]
=

Made By KinCony
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III. Local Controlling Operation (LAN mode)

1. Configuration Setting

1.1 Power on the device and connect the internet cable

1.3 Open the “Vircom Network Tool”
1.4 Set the configuration of the device.

1.4.1: Click [Device]

1.4.2: Click [Auto Search]

1.4.3: Click [Edit Devicel

1.4.4: Enter into page
[ Device Settings]

e local internet

e s elees

[2018-05-07,10:44:57] Create ok!
[2018-05-07_10:44-57] Listen at port 4196 OK_

Device Mas

In. | Ty [Name | [DevP IDestIP'

| Work.

| Tcp.. I‘v'irmal . | Vircom St.. | DevID

1 |Su. ZIDEVOD. 192168120 1145589143 UDP

UDP | Haven't... NotLinked | 2893A.

Auto Search |

Add Manually
Search Serial
P2P Device
Edit Device
Back

~Device Info — Metwork —Advanced Settings
Virtual Serial [Not Use ~| || 1P Mode - DNS ServerlP [ 192 168 = 1 1 |
DevType | IPAddress | 192 168 1 20 Dest. Mode |Dynamic =
Dev Mame IZLDEVU[)[]‘I Port |4196 Transfer Protocol INone j
Dev D 28522B93A015 Work Mode IUDP j Keep Alive Time 0 (s)
Erthnace Ver [Eae Net Mask [1Z55 2555056 D Reconnet Tme |0 (s)
Gateway [192 188 1 1 Hitp Port o
~Function of the device
Dest. IP/Domain | 114.55.89.143 Local 'El UDPGrouplP [ 0 . 0 -0 0 I
I~ WWeb Download I
Dest Poxt |5555 ™ Register Pkt: C AsCl
¥ DMNE Systemn
Serial I Restart for no data every IU Sec.
¥ REAL_COM Protocal == — . 5
Baud Rat I—L[ nable send parameter every |0 Min_
I hodbus TCP To RTU ua rate .
[ Setisl it Data Bits Is - More Advaced Settings... |
I DHOP Support oty [None =l
; m —Framing Rule
I~ Storage Extend Stop Bits Max Frame Length |1300 (Byte!
F Wulti-TCP Connection Flow Control IN“”e :I' Max Interval(Smaller will better) |3 (Ms)
Get Default Save As Default Load Default | Load Firmwarel Restart Dev | Modify Settingl Cancel |
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1.4.5: Choose “TCP Server” for the [Work Mode]), instead of “UDP”

Device Settings — e - i iy
Drerice Indo Metwork Advanced Settings
Wirtual Senal |r-:|n[ [WESS 'i IP Moda |m -i DS Sarver IP | 192 163 ¥
Diew Type | IP Addiess | 192 . 168 i 20 Dest. Mode [oymanmc __-J
Diaw Maame ZLDEVOOG1 Port |-1'|9'E Protocod Ifl-c"i J
D 1D FREZIRAIANIS Work Mode TCP Server | Tirne i is)
Firmmware Wer |'.T--:=a— Met Mask | 255 . 255 255 Reconnot Time i':' (=)
Gabewary | 192 . 188 . 1 1 Help Pa {o
FAmotion of sha smica 114 55 89,14 f: uor Gresp® [ O 0
r Dest. PDomaan | 114 55 89 143 Local roup
= Diast. Pon [5585 I Register Pit: | r
i r F
& Serial Restar for no data wvery | Sec.
- B Rabe o = ™ Enable send parametss  guary 1;] Min
= Data Bits G =] More Adaced Settings |
P I:'Hﬂ.jl Mlane -
Framimg Rule
| Stop Bits 1 j‘r Max Frame L'Blﬂ.h 1300 EE'!‘“
o1 Flow Cortrol Meae R Mz Interval{Smaller will better) F37:P-'I=]
Get Default | Save As Defauit|  Load Defaut | [Load Firmwars]  Restart Dev | Moddy Setting|  Cancel |
1.4.6: Keep the others unchanging;
Remember the IP Address and Port
PAddess | 192 8 1 20 Port [4196

1.4.7: Click [Modify Setting]

1.4.8: Re-power the device and do the following part 2.

2. Computer Program Setting

2.1 Double click “ActiveX Installer.exe” to install it for first time using.

(No need to install in future) @ KC868 Smart Home Control System
2.2 Open “Net_Relay_Control.exe”.

2.3 Set the configuration as below steps

System | Local Control Mode Auto OFF  Control name  IPCamera
Menu Config
Parameter Config

ueckas namna A 7] 71

2.3.1: Choose [System]-[Parameter Config] Exit\g/ 2.3.1 @ Q
bovflom]  fowfiom]  fonfier] o fier]

Il =2 9 0
| bovfiom]  fovfiem)  fonfier]  [ev]iem)]

= =
-
o

ALL ON

AlLL OFF

Made By KinCany

Left

VER:20120507
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2.3.2: Input the IP number and Port number. If not remembered, check back from the Vircom tool

Confi o= e |
P Loy - » - - aF=
MetWork Config Title Config
SoftWware Title: KC368 Smart Home Control System
Port: 4195 2.3.2 CopyRight: Made By KinCony

Device Config

=% ON ICO
Lightl: lamp1 ', ,_
— OFF 1ICO
| | ON ICO |
Light2: snexTpuueckan namna
[ onico |
Light3: #2714 l:l 29 OFF ICO
-"“\\ ONICO
Light4: =
ig 3 (O OFF ICO
S

Light5:

Lights:

Light7:

Lighta:

oM ICo
oilipgS pluao Elho bR
'. 3 QFF ICO
I ON ICO J
Tome B |29 Lo
z OM ICO
Lampe électrique "@_ OFF ICO |
= |
A ON ICO
ENEKTPUHECKM NEMMKA { _ |
"\_Q-fl OFF 1CO

2.3.3: Click [Savel
Re-start the program (Very important)

2.3.4: Click [Local Control] - [LAN Connect]
[ Connect OK!] showed at the bottom

2.3.5: Click [Local Control] - [lnitialization]
[ Initialization completion] showed

at the bottom

2.3.6: Control the device locally

-
& KC868 Smart Home Control System

— .

& KCB68 Smart Home Control System . » » =H=
System [Local Control | Mode name Auto OFF Control IPCamera
LAN Connect
LAN DisConnect a 774 e
Initialization 235
o— foo
l ON “ OFF l l oM “ OFF ] l ON “ OFF l l ON “ OFF l
il S Flean Lampe Lampe électrigue ENEKTPHYECKH NaMMK
H .Oo Q
l oM “ QFF l l ON " OFF I l oM “ QOFF l l oM " QFF l
Left Right

ALL OFF

Stop Talk

Initialization Completion! |

System [Local Conlrol] Mode name Auto OFF Control IPCamera

LAN Connect
LAN DisConnect

Initialization

T

e B = @
m ® 9 O
o] [ae) [ (@l

Stop Talk

Made By KinCony

234

Connect OKI VER:20190507

Made By KinCany




