KC868-H8w Device User Manual (V0508)
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I . Software Downloading
1. Use mobile phone to scan the below QR code to download the APP

2. KC868-H8w software (Phone APP QR code, PC Program, Vircom Network Tool) downloading link:
www.kincony.com/download/Disk KC868-H8w.rar
Please download the file to have the software firstly, as below, it’s default you already have and know them.

II. Device Wi-Fi Config Operation (Necessary before any other controlling)
1. Make sure your router has the “DHCP” function or has opened the function
2. To setup the Wi-Fi, one computer with Wireless function is necessary
3. Power on the device and install the antenna
4. To set the config of Wi-Fi as below steps:
Step 1: Use your computer to connect the wireless network of “ZLAN”

Currently connected to:
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Step 2: Open the “Vircom Network Tool” “™™ Z-—Virtom4.85_en_ne

and click [Device]

T s s O ]
Xir Virtual Serial & Device Management - VirCom i

ok! -
Listen at port 4196 OK
Step 3: Click [Auto Search] and double click the row
Device Management - - » | &
4" [Su.. ZLDEV0O.. 192.168.1.254 114.55.89.143 Not Linked 002A0.. 0 1744..

Auto Search

Manually

Search Serial

Edit Device

Search List

T

Step 4: Click [More Advanced Settings]



Device Settings R — — - X

~Device Info—————————————— ~Network - Advanced Settings
Vitual Serial [NotUse ] || IP Mode [static ~| ||DNSSemerlP | 132 168 199 . 1
DevType | IPAddress | 192 168 _ 1 254 Dest. Mode |Dynamic =l
DevName  [ZLDEV00OT Port [4196 Transfer Protocal  |None |
Dev ID |2850002AQE|53 Wark Mode |UDP j Keep Alive Time |ED (s) I
Fimware Ver [Vi409 || NetMask [ 255 255 285 = 0 Reconnet Time |12 © | |
Gateway [192 188 . 1 . 1 Hitp Port f80
~ Function of the device ——————

Dest. IP/Domain [114.55.89.143 Local ﬁ UDP Group P | 230 . 90 . 76 1 ,
I~ Web Download

Dest. Port |5555 ™ Register Pkt: | - ASCH

. I” Restart for no data every [300 Sec.| |
=l O - Serial
¥ REAL COR Protocol |

S Baud Rate = I” Enable send parameter avary |5_ Min. |
o e Data Bits m E More Advaced Settings... D

¥ DHCF Suppot ek m :
[T Storage Extend Stop Bits |1 :lv 'MF;i“;'rf;gmzullzngth IW (Byte!
[ Multi- TCP Connection Flow Control [ Nore E| Max Interval(Smaller will better) [ (vis)

B

Get Default | Save As Default | Load Default I Load Firmwarel Restart Dav | Madify Settingl Cancel |

Step 5: Choose “Station” for [WIFI Work Mode] , Input your router’s name for [AP/STA SSID]
And input your router’s password for [AP/STA SSID] , then click [OK]

More Advaced Settings E § (X ]
-~ WIFI Settings -Function Selection ———— | Multi DestP And Port
IFl Work Mode |Station = T Modify satting will need key | [o [CentDest. =]
T AP/STA SSID |K\NCONY1 [ Enable receive broadcast | |[] |Clwent = ll
[~ Enable P2P
Encrypt Type |Auto Li : | |g
I Send MAC when TCP establish
QeS8 Rey I __l_ Detect net using Ping I |[J
P s Crarnl 1 o S | [
DHCP Server |Disable | Porxy Server [P | o
RJ45 WIFI Relay  [Disable - T I o
~VLAN Settings Port |0 - The Advanced Functions Supported - RS485 Multi-Host Support——
Enable VLAN T ™ Need Authentication :; IJ:,];” o [~ Support
VLAN Priority fo &l Name | 7 Wuli-Dast [P g";:gn;um wait time of ’
Bl query comman
Net Media Type |Ethernet j' Key I LB
VLAN ID 200 = 0 ms (0~B191)
-~ Frame End ~RS5485 Bus Collision Detection Function
Type: INot Use ; End Byte:0x |00 [~ Enalbe. Send data only when RS485 bus is idle for |0 ms

Wait max_ of |3 {S) before timeout and send if bus always busy

oK l Cancel |
Step 6: Choose “DHCP” for [IP Model, and “UDP” for [Work Mode] , keep others unchanging.




Device Settings — - ||

-Device Info- Network | ~Advanced Settings
Vitual Serial [Not Use = DNS Sever P [ 182 168 199 1
Devlype [ || IPAddress | 192 168 1 254 Dest. Mode | Dynamic -
Dev Name ]W Port ]4196 Transfer Protocal lllcne _J
Dev ID m@ [upP /vl) Keep Alive Time |60 (s)
Firmmware Ver W Met Mask ] 255 265 255 D Reconnet Time ]127 (s) .
: Gateway [192 168 . 1 _ 1 Hitp Part |80
Function of the device -
Dest. IP/Domain |114.55.89 143 M UDP Group IP ] 230 . 90 . 76 1
Dest. Pot  [5555 I Register Pkt |
; Serial | I Restart for no data every (300 Sec.| |

Baud Rate S0 = I” Enable send parameter avery 5 Min.
Data Bits 8 v] More Advaced Settings... ‘
Parity None ¥ .

) ’ﬁ Framing Rule
Hopbits |Max Frame Length 1300 (Byte!
Flow Control A :]v Max Interval(Smaller will better) |3 (Ms)

Get Default | Save As Default‘ Load Default ‘ Load Firmwarel Restart Day ‘ Medify Setting Cancel ‘

Step 7: Click [Modify Setting] to return, and then re-power on the device
Wait for approx one minute, the device will be online, the other controlling can be operated.

e

III. Remote Controlling Operation
1. Mobile APP controlling manual

1.1 According to the Wi-Fi config setup, it’s necessary to config the Wi-Fi firstly.

1.2 Register

After downloading and installing the APP, Register your account (11 digitals) and password,
(Pls make a note for your password in case forgotten).

Login

——have no Account?

V1003

1.3 Adding device

Login in, choose [Mine]-I[My Room], add floor and room(this step is necessary, please make sure this)



Create my home
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Add floor

Floor and Room can be renamed randomly, then click [OK]
Choose [Mine] - [Host Manager] ,click [add] ,scan the QR code on the device, and input a name.
Click [Add] to finish adding device

)
< Back Host Manager Add < Back Add host

e796b7faa67f21f2efeafbef

relay

Scan QR code

Click [Mine] - [My Devicel - [Unclassified] ,Hold pressing the ICON to choose one room
And give a name for the device.
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Hold pressing the number of the relay, the name can be renamed.

Now adding device is completed, the device can be controlled by mobile APP.
1.4 Create Scene Mode

Login in APP, Click [Scene] — [+] or [Add] --Input Mode name, choose Mode icon,

Time setting Optional(Function of timing), at [ Mode setting], input the actions you want to control, clickl Save];
see below pic4-2, pic4-3, pic4-4, picd-5.

= 3:38PM 90% =)
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{ Scene

10:44 AM 70% (W) 4

Scene —+ Save

Mode name
Mode icon - |
Time setti...

Mode sett
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Scene

Pic4-2 Add Scene

Pic4-3 Add Scene 2



= 10:52 AM 72% 4

>z 10:45 AM 70% () 4
¢ Back Time setting  Submit < Save
Repeat IV layTuesd i
i
313 KcsesHs
Time
Execute

21§ KcsesHs
Execute
21t KkcsesHs
Execute
1% KcsesHs

Click to add action

Pic4-4 Time setting (Optional) Pic4-5Mode setting (Actions controlled)

“Mode name” can be named; e.g.: Back Home, Leaving Home, Meeting;

“Mode icon” can be changed;

“Time setting” is for timing (optional), Pic4-4, Repeated time: Monday, Tuesday, Wednesday and 7:10 am.

Meaning the scene mode is opened at 7:10 am each Monday, Tuesday and Wednesday.

“Mode setting” is for adding the actions required to control
1. Press ‘Click to add action’, choose KC868H8
2. Press [Enter the ctrl pg],you can set the actions, see Pic4-7

a. Open light1
b. Press the name, it will save the action

3. Press Execute ,you can set Delay time
4. Press ‘Save’

See Pic4-6, Pic4-7, Pic4-8.

B 10:52 AM 72% 4 o 10:53 AM 72% 4 = 10:52 AM 72%[ )4
{ Back Controller < Save < Save
31 KcsesHs
1. Open light1 Belayls
21§ KcsesHs
Deley2s Delay1S
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{ Delay1S
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Lic /“ 2. Press the name to iel
save the action Click to add action OK Cancel
Ligt Lighte
Set light1 opened successfully
1N
Pic4-7 Pic4-8

Pic4-6

Il. Inputting terminals trigger linkage of the scene mode



Click [Mine] ---- [ Setting] -- [ Safe set] ,Hold pressing [input1] to left,

The parameters can be modified.

» 10:44 AM 70% [ )+ >z 3:49 PM 89% - >z 3:50 PM 89% = 3:50 PM 89% -
Mine < Mine Setting ¢ Setting Safe set + ¢ Setting Safe set +
Safe center Inputi Study) t1 Study)
Input name |
Empty L]
Uair settin . [
m RF Scene panel - —
Disarm |
= ZigBee Scene panel
Input2 Study]| Input2 Study|
@ Wipe cache
Disarm Arming
@ Authorized user
.
Region
‘ .
Disarm Disarm
=T o
Input3 Study]| Input3 [Study|
g (-] Disarm Disarm

[ Device name] : input one name

[Related scene] click to choose one scene mode to linkage

[Alarm message] Input message text sent to mobile(setting message allowed);
When inputting terminals are triggered, the phone will receive [ Alarm message] ;

And the actions of the scene mode will be opened.
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Device name
Related scene:

Alarm message
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Save




<{ Back Safe set +
O Input1 :’--;’:
531 EE Tamia
Start 00 End 00 Disarm
Start 00 End 00 Disarm

1. Turn on the alarm button

2, Start 00-23 and Arming

(00-23 means Arming the whole day.

pre— 00—08 means Arming from 00:00

Start 00 End 23 | Arming
Start 00 End 00 Disarm
Start 00 End 00 Disarm
O Input3 v
Start 00 End 23 Arming
Start 00 End 00 Disarm

2. Computer Program controlling manual (WAN mode)
2.1 Power on the device and connect the internet cable

2.2 The first time to use the program, double click

‘EEJ ActiveX Installer.exe

2.3 Then double click & Net_Relay_Control.exe

Step1: Choose [Model] - [WAN]

to 08:59)

to install the ActiveX Installer.

to open the program and setup the configuration

@ KCB68 Smart Home Cantrol System

—

|
\
‘

WAN namna 7 714

o Il B

System Local Control [ Mode | Auto OFF  Control name IPCamera

uz

O

oS glean

Il

ALL OFF

Lampe

Start Talk

Lampe électrique

Q

ENEKTPHUYECKH NaMM)

O

VER:20190507

Made By KinCony

Step 2: click [ Control Name] - [ Device Config]



& KC868 Smart Home Control S_ :

System Local Cantrol Mode Auto OFF [Control name | IPCamera

lamp1 SMeKTPHYECKa|

¥ Controllerl

Controller2

Controller3
Controllerd
Device Config

ot

il 35 Flaco Lampe

allems] (ol

ALL ON
ALL OFF

Stop Talk

Lampe électrique

O 0

ENEKTPHYECHKM NEMMH

Made By KinCony

VER:20180507

Step 3: Input Name and Serial Number of the device, then click [Save]
(Serial Number is the 24 digitals on the QR code on the device)

&) Remote Config

- —

e [el= |

Controller-1 Mame: 8]

Controller-2 Mame:  BOX2

Controller-3 Name:

Controller-4 Name:

Serial Mumber: 8a2af927888793c9420d299f

Serial Mumber:

Serial Mumber:

Serial Mumbier:

123218a2af927338793c9420

Save

Step 4: Choose Controller

w

7| &3 KC868 Smart Home Control System

System Local Control Mode  Auto OFF [ Control name | IPCamera

v

lamp1 snexrpiecka

Controllerl

Controller2

=
Controller3
Controller4
Device Config

@

wilgS zlan Lampe

I

ALL ON Start Talk

Lampe électrique ENEKTPULECKI NaM

Left Right
Made By KinCony

VER:20190507

2.4 Re-start the program and then choose [Mode] - [WAN]



Wait for approx one minute, the program can control the device remotely

IV. Local Controlling Operation (LAN mode)
1.1 According to the Wi-Fi config setup, it's necessary to config the Wi-Fi firstly.
1.2 Make sure your computer and the device are belonging to the same local internet
Mir 3. VirCom4.88
1.3 Open the “Vircom Network Tool” I -en-ne , and setup the configuration of the device

Step 1: Click [ Device]

Information

[2019-05-07,10:44:57] Create ok! =
[2019-05-07,10:44:57] Listen at port 4196 OK.

Step 2: Click [ Auto Search]

Dmfioe Ma 2 ]
in..[Ty.. [Name [ [Devip |DestiP |Work.. |TCP..|Virtual.. |Vircom St. |DeviD |[DX@.. [RXD.. | '
1 |[Su. ZLDEVOO.. |1921681.20 1145589143 UDP  UDP  Haven't.. Notlinked 2B93A.. O 0

Auto Search

Search Serial

3

RS

Edit Device

Search List

Step 3: Click [ Edit Devicel



DoiceSeitngs _— o ] =

~Device Info——————————————— ~Network —Advanced Settings
Vitual Serial [NotUse  ~| || IP Mode prce & DNS SeverlP | 192 168 1 1
Dev Type Ii IP Address I 102 _96E_ 1 20 Dest. Mode IDynamic j
Dev Name IW Port |41 96 Transfer Protocol INone J

DevID |28522E193A015 Work Mode IUDF’ j Keep Alive Time I (s)
Firmware Ver Iv1_598 Net Mask I 255255 255 - D Reconnet Time I (s)

Gateway [ 192 168 Hitp Port fo

-Function of the device ————

Dest. IPIDoma|n|1145589143 m”fl UDP Group IP | G
[T Weab Download

Dest_ Port [5555 I Register Pkt: | I~ AsCl

= ™ Restart for no data every I[] Sec.
¥ REAL_COM Pratocal Il

s o T Baud Rate 115200 = ™ Enable send parameter every [0 Min. |
odbus o I :I
[ Serial Borimnad Data Bits |8 vl More Advaced Settings... |
¥ DHCF Support Parity INone :I' |
) l—_, ~Framing Rule
" Storage Extend Stop Bits . ~ Max Frame Length 1300 (Byte!| |

¥ Multi-TCP Connection Flow Control INone :Iv Mazx Interval(Smaller will better) |3 (Ms) I

¥ DMNS System

Get Default | Save As Defautt |  Load Default | Load Firmware|  Restart Dev | Modiy Settingl Cancel |

Step 4: Choose “TCP Server” for the [Work Model, instead of “UDP”

Deiee seivg: i ———— ., " | W=
Desice Info Metwork Advanced Settings
Viftual Sedal (Mot Use -I 1P Made ¥ DNSSerer P | 192 168 1 i
Dev Type IPAddess | 192 158 1 X0 Dest. Mode |Dymamss =
DevName  [ZLDEVDOO1 Port [4158 Transfer Protoced [Mone =

Diav ID HE2IBAIAN1S Wiark Mode W Keop Alra Time I {s)
Furware Ver [Vi555 || NetMask  [255 255 25 0 Reconnet e |0 )

Gateway [z e Hetp Port o

Funcison of the dewce
e m vcal] | UOPGopP [T 0 0 0
B Dest. Por [5es2 I~ Register Pxa I r
5 I T
s Sacal Restan for no data ey [0 Sec.
o Baud Rate 115200 = " Enable send parametes every [0 Min:
= Data Biits 8 - More Adaced Settings |
=) Parity Mone -
'ﬁ Frarning Fule

= Hoop B Max Frama Length EHGI} (Byter
L Flow Corrol | None ' Max IntenvaSmatier wil better) [3 (Ms)

Get Dafault | SaveAs Defaut |  Load Defaut | Load Firware|  Restart Dev | Moddy Setting|  Cancel |

Step 5: Make sure keeping the others unchanging, meanwhile remember the IP Address and Port

IP Address [192 188 . 1 . 20 Poet [4756

The IP and port will be required as following; you can open the tool and check back when you forget.
Step 6: Click [ Modify Setting] to finish the setup, then power off the device and power on again.
You may not close the Vircom network tool program in case you want to check the IP and Port.

. . . S ActiveX Installer.exe i .
1.4 The first time to use the program, double click to install the ActiveX Installer.

&* Net_Relay_Control.exe

1.5 Then double click to open the program and setup the configuration

Step 1: Choose [System] - [Parameter Configl



& KC868 Smart Home Control System ==
i

System | Local Control Mode Auto OFF  Control name  IPCamera

Menu Config

Parameter Config nexTphueckas namna 71 14|

Exit
v 1l B 0

ON OFF ON OFF ON OFF

wniligS Flano Lampe Lampe &lectrique ENEKTPHHECKM NEMI

N E 0

actaloce]  alm  [stalic
ALL OM Start Talk

uI@

(o]

(]
I
Ll
[l ALL OFF Stop Talk
Down
|
Made By KinCony VER:20190507

Step 2: Input the IP number and Port number as remembered from the Vircom network tool.
@ Config N

- = il

MetWaork Config Title Config

P 192.168.1.20|
SoftWare Title: KC868 Smart Home Control System

Port: 4196 CopyRight: Made By KInCony Cancel

Device Config
= ONICO i ONICO
Lightl: lamp1 N LightS:  _sflzgS #luas A
= OFF ICO A 4 OFF ICO
| - ONICO ONICO
Light2: 3nexTpudeckas namna "I; e Lights: Lampe D ‘oo e
ONICO : oM ICO
Light3: A7 714 D loo e Light7: Lampe électrique "@' OFFICO |
= - |
/-’\ oNIco A i\ oNICo '
light$ ®= ( 0'-| ——— Light8: enexTpudecki nammu ( 0' e |
Ay i S L [ S|

Then click [Save] to return
Step 3: Click [ Local Control] - [LAN Connect] , [ Connect OK!] is showed at the bottom
|

Il
|[Made By KinCony Connect OKI VER:201090503 |

Step 4: Click [Local Control] - [linitialization] , [initialization completion] is showed at the bottom

Made By KinCony Initialization completion VER:201090503 |

Step 5: Now you can control the device by the program locally.



